
1. Mass may vary depending of options.

Mass Kg

Allowable Load on Axle 3100 6820

Mass on Tandem 3630   8000

Vehicle Mass 4540 10000

Lbs

Standard:  2 axles

1.7 m (5' 7")

Kingpin to tandem 7.2 m (23' 7")

Kingpin to rear end 10.1 m (33' 2")

Axle to axle
0.9 m (3')

1.2 m
(4')

Kingpin
to nose

0.2 m (7") 0.4 m (1' 3")

Trailer 2.4 m

Track 2.1 m 
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Mass and Dimensions - SL 100

Note
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Downstage
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Downstage
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Stageline SL 100

Downstage

Floor View

Capacity: 100 lbs / ft2 (5 kN / m2)
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Stageline SL 100

12,2 x 6,1 m

OPTION 1

12,19 (40')
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Extension Platforms Layout
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LOAD BEARING TRUSSES

Downstage

Rigging point maximum capacity: 160 kg (350 lbs)

Maximum load bearing capacity: 1725 kg (3800 lbs)

Rigging point maximum capacity: 190 kg (425 lbs) 

TRUSS T2

TOTAL MAXIMUM
 320 kg (700 lbs) 

T1: USE P1 or P2 or P3 or P4 or P5

RIGGING PATTERNS
P3 P2 P1 P3 P2 P1 

(350 lbs) 
160 kg

P4 P4 

C L

P5 

(350 lbs)
160 kg

(350 lbs)
160 kg

115 kg (250 lbs) (350 lbs)
160 kg

(350 lbs) 
160 kg

(350 lbs)
160 kg

TRUSS T1

P9 P8 P7 P9 P8 P7
115 kg

P10 P10 P11

(250 lbs) 
115 kg

(250 lbs) 
115 kg

80 kg (175 lbs) (250 lbs) 
115 kg

(250 lbs) 
115 kg

(250 lbs) 
115 kg

C L

T2: USE P6 or P7 or P8 or P9 or P10 or P11

RIGGING PATTERNS

TOTAL MAXIMUM
227 kg (500 lbs) or 380 kg (850 lbs) 
if      downstage rigging points are not used.

P6
Up to 190 kg

(425 lbs)

P6

(250 lbs)
Up to 190 kg

(425 lbs)

Truss T1

Truss T1

0.9 m (3')2.8 m (9' 2")2.4 m (7' 10")0.9 m  (3')

1.6 m (5' 3")

1.2 m (3' 11")

Truss T2

Truss T2

All loads should be evenly distributed.

2.3 m (7' 10")

1.2 m (3' 11")

1.6 m (5' 3")

1.6 m (5' 3")
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Downstage

Ground Support Capacity
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1400 kg
(3100 lbs)

1700 kg
(3800 lbs)

1700 kg
(3800 lbs)

1400 kg
(3100 lbs)

1400 kg
(3100 lbs)

1700 kg
(3800 lbs)

1700 kg
(3800 lbs)

1400 kg
(3100 lbs)

3000 kg
(6600 lbs)

3700 kg
(8200 lbs)

3000 kg
(6600 lbs)

3000 kg
(6600 lbs)

3700 kg
(8200 lbs)

3000 kg
(6600 lbs)

*Nominal specifications subject to change without notice. 
:  Floor stabilizers, extensions and levelling jacks.


